In rood zijn waardes uit documentatie die ik niet wil geloven. Deze documentatie is opgeslagen onder de naam “Évolation technique des 49cm3 motobecane types 99 - 99f- 99z et 95tt”

	English
	French
	Normal
	Limit (limite)
	Opmerkingen

	
	
	
	
	

	Compressor piston (99z)
	Cylindre d’equilibrage (99z)
	
	
	

	Play between piston and cylinder. 
	Piston cylindre équilibrage
	0.020-0.035mm
	0,070mm
	Diameters van elkaar af getrokken.

	Piston ring gap 
	Jeux de coupe du segment
	0.25mm
0.15mm 
	0.80mm
	

	Axial play piston ring

	Jeu de gorge segment
	0.020-0.052mm 
0.020-0.050mm 
	0.100mm
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	Piston AV7
	Piston AV7 
	
	
	

	Piston-cylinder play (at the skirt).
Difference between the minimum cylinder bore and the maximum piston diameter.
	Jeu piston-cylindre (à la jupe)
	0.005-0.010mm
	0.050mm
	Hoe en waar meet je dit? 
Diameters van elkaar af getrokken/

	Piston ring gap 
	Jeu à la coupe
	Topring: 0.10 + 0.10mm??
Second ring: 0.10 + 0.10mm??
	0.40mm
	

	Axial play piston ring
	Jeu segment gorge
	0.03-0.06mm
	0.15mm
	

	
	
	
	
	

	Krukas AV7
	
	
	
	

	Axial play on crankshaft during assembly with dummy crankshaft bearings
	
	0.10mm without gaskets and dummy bearings
	
	In NL documentatie 0mm speling met dummie lagers zonder pakkingen. De speling wordt verkregen door het monteren van de pakking.

	Rod alignment
	
	
	
	Ik snap de procedure niet

	Slingering krukas
	
	
	0.04mm
	Uit Nederlandse documentatie. Hoe ziet de meetopstelling eruit?
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CYLINDERS AND PISTONS FOR ENGINE TYPE
AV35, AV7

An engine with 3 chrome-lined cylinder has many times the wear of the older type cast-iron-fined

clinders.

“The replacement o ylinder and pision should no be requred for very many miles except  the case
of a accldent o customers hck of abervance of our recommended i o petrl mixture,
Itraeton Book)
(0 It it nox sdvisble o fit pistans into o
{8 1 chis recommencatlon ha £ be Ignored for sny reston e should b noted there should be
501015 mm. clearance betwaen pston and olinder.
caure piton seizure or lack of power dus <o piston sap

(9 Any variation from the above wi
(@) Pistons and cylinders on some engines are marked as under to help in matching.

CYLINDER

38950 mm.
38955 mm.
38.960 mm.
38.965 mm.
38970 mm.
38975 mm.
38.980 mm.
38.985 mm.
13895 mm,
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SIZES

38.995 mm.
39,000 mm.
39,005 mm.
39,010 mm.
39,015 mm.
39.020 mm.
39,025 mm.
39.030 mm.
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38940
36.945
3895
3895
38960
38.965
38970
38975
38980

s which have not been factory matched.

PISTON SIZES

mm.

N 39000 mm.
© 39.005 mm.
P 39010 mm.
R 39015 mm.
5 39.00 mm.

(See Riders




